
• Dimensional Compacto

• Fácil Instalação e acesso

• Conector Reforçado COR-QTAP

 ou 1/4 de volta
• Ligação do drop externo sem

           abertura da caixa
Conector COR-QTAP

Conector 1/4 de volta
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C t

8 ou 16 ACESSOS PRECON

6 ACESSOS DE CABOS ÓPTICOS

ATÉ 96 EMENDAS ÓPTICAS

SPLITTER

RESERVA DE LOOSE

VERSATILIDADE

Através de adaptadores SC/APC montados numa 
estrutura reforçada tipo COR-QTAP ou tipo 1/4 de volta.

Através de bandejas de emendas com até 24 posições de 
acomodação cada. 

Comporta até 14m de tubos loose com acesso 
seguro e facilitado.

Através de entradas para cabos de 6 a 16mm diâmetro,  
possibilitando a “sangria” dos cabos. 

Acomodação em bandeja exclusiva. 
Capacidade para múltiplos splitters.

Aplicável em rede aérea, subterrânea para áreas 
residenciais e pequenas edificações comerciais.
Disponível nas cores: Preta, Cinza e Azul.

CARACTERÍSTICAS:

Caixa Terminal com funcionalidade 
de caixa de emenda.

Fabricada com materiais resistentes 
à corrosão, envelhecimento e  
proteção contra os raios ultravioleta.

Grau de proteção de vedação IP68.

www.quadrac.com.br

Para distribuição dos acessos ao cliente FTTx (rede drop) e 
acomodação das emendas de fibras ópticas.

Quadrac Telecomunicações
Rua Ana Guimarães, 70 - Rocha - Rio de Janeiro | RJ - CEP: 20.960-040

Contato Comercial: (21) 3297-9450
vendas@quadrac.com.br

Dimensões (mm):

CAIXA DE DISTRIBUIÇÃO ÓPTICA
EXTERNA PRÉ-CONECTORIZADA 
LINEAR
(CDOE-P-LINEAR)

LINHA ÓPTICA

PRODUTO PROTEGIDO POR REGISTRO DE DESENHO INDUSTRIAL

09314-20-04057
13147-20-04057
01293-17-04057
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CHARACTERISTICS:

Terminal box with splicing box 
functionality. 

Made from materials resistant to 
corrosion, aging and protection 
from ultraviolet rays.

Degree of seal protection IP68.

www.quadrac.com.br

For distribution of accesses to the FTTx client (drop network) 
and accommodation of optical fiber splice.

Quadrac Telecommunications
70, Ana Guimarães street - Rocha - Rio de Janeiro - RJ
Brazil - Zip code: 20.960-040

Business contact: vendas@quadrac.com.br
       +55 (21) 3297-9450

Dimensions (mm):

OPTIC LINE

PRODUCT PROTECTED BY REGISTRATION OF INDUSTRIAL DESIGN

EXTERNAL OPTICAL DISTRIBUTION
BOXE PRE-CONNECTED FOR STRING  
(CDOE-P-IN LINE)

COR-QTAP Connector

1/4 turn Connector

CHARACTERISTICS:

Dimensions (mm):

1/4 t

• Compact size

• Easy installation and access

• Connector type COR-QTAP or 1/4 turn

• Connection of the external 

    drop without opening of the box

09314-20-04057
13147-20-04057
01293-17-04057

8 or 16 PRECON ACCESSES

6 ACCESSES OF OPTICAL CABLES

48 to 96 OPTICAL SPLICES

SPLITTER

LOOSE RESERVE

VERSATILITY

Through SC / APC adapters mounted on a reinforced 
COR-QTAP or 1/4 turn type, plug and lock.

Through trays of splices with 12 or 24 accommodation 
positions.

It holds up to 14m of loose tubes with safe and easy access.

Through entries for cables from 6 to 16mm in diameter, which 
allow "bleeding" of cables.

Exclusive tray accommodation. Capacity for multiple splitters.

Applicable in aerial, underground network for residential 
areas and small commercial buildings.
Available in colors: Black, Gray and Blue.


